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U. S. PUBLIC LAND SURVEY MONUMENT RECORD

SECTION / T /6 N, RS W, TOWN OF BANGOR
LA CROSSE COUNTY

Ba‘ ISCONSIN COORDINATE SYSTEM

————— —— e —
Neorth 688,338,626
East 1, 728,848,764
Theta Angle
/ Horiz. Order
’ vert. QOrder
DATUM: 1983(°91)

TYPE OF LANDMARK
P.K. NAIL & CAP IN PAVEMENT.

e m——

BEARINGS ARE REFERENCED TO

P
LOCATION “OF LANDMARK ceeres Cron WiLlie c. 3
CREW: WILLIAYM ©. JUNG *4vet Crew: am C. Jung
PETER F. FOLLANSBEE Peter F. Follansbee

DATE: 8/07 /2008 Date: 8/21/06

Describe any record evidence, monument evidence » testimonial evidence or any other
material evidence you considered and whether the monument was found or restored
through acceptance of an obliterated evidence location.

The Lunde marker that we set back in 1989 apparently was "kicked out" a little
by frost action,and then the cap was torn off, probably by a snow plow, The
Lunde's pipe was then also knocked off plumb and driven into the pavement by
traffic, We set a P.K. nail and cap at the corner and over the bent Lunde

remnant,
voe0ee3/21/06 We set a new P.K. nall and cap as our other corner was destroyed

during road repaving this year.
Describe or show anygmaterialpgiacgepancy between the location of the restored

corner and that of the corner previously restored or reestablished.

NONE KNOWN.




RECCRD OF DURABLE WITNESS MONUMENTS

NO DESCRIPTION BEARING DISTANCE
| |SET A 34" 30" IRON BAR WITH A RED PLASTIC CAP WEST & 19.64 FT.
2 |EX. RAILROAD SPIKE IN PAVEMENT EAST % \SLOPE® 211,84
3 |CENTER OF BRASS CAP U.5.6.8. MARKER S.EASTERLY 2 49.68 FT.
4 \CENTER OF FLAGPOLE AT BASE S EASTERLY 2 84.27 FT.
‘5 3. ,/4“6030’ m. ,-,6-50
N PREVIOUSLY SET RK. NAIL AND CAP IN THE WEST

SIDE OF THE PAVEMENT. -BHEFIIS-SEF-OVER-
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MAP SHOWING DISTANCE AND DIRECTION TO OTHER PUBLIC LAND
SURVEY CORNERS USED FOR REESTABLISHING THE CORNER

(NOT TO SCALE)
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I, WILLIAM C. JUNG, COUNTY SURVEYOR

HEREBY CERTIFY THAT THE CORNER LOCATION SHOWN ON THIS RECORD
WAS DETERMINED BY ME OR UNBER MY DIRECTION AND CONTROL AND
THAT THIS U. S. PUBLIC LAND SURVEY MONUMENT RECORD IS CORRECT
AND COMPLETE TO THE BEST OF MY KNOWLEDGE AND BE?}EF.
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Revised: 9fi2oc 01,96}
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NO. 28

U. 8. PUBLIC LAND SURVEY MONUMENT RECORD

SECTION 12 T 16 N, R 5 W, TOWN OF Bangor

LA CROSSE COUNTY

WISCONSIN COORDINATE SYSTEM

—
— ————4

North

East
Theta Angle

Horiz, Order
2 vart. Order
-

TYPE OF LANDMARK
Brass capped Lunde marker
]

BEARINGS ARE REFERENCED TO
Assumed North

LOCATION OF LANDMARK

Crew: Willlam C. Jung Witness: Dennis Melichar
Peter Follansbee

Date: September 11, 1989

Describe any record evidence, monument evidence, testimonial evidence or any other
material evidence you considerad and whether the monument was found or restored
through acceptance of an obliterated evidence location.

Norm Hurlburt set the corner on line and equidistant between the section corners.
I set a brass capped Lunde marker at this locatlon. When we set the corner, Pete,
Dennis, and I dug a large hole and searched for a possible stone but found nothing.

Based on the field evidence, I agree with Hurlburt's decision as to where to set
the corner. S :

Deseribe or show any material discrepancy betweenm the location of the restored
corner and that of the corner previcusly restored or reestablished,

None known.,



RECORD OF DURABLE WITNESS MONUMENTS

NO, DESCRIPTION BEARING DISTANCE
] {To aPKe mall inapowerpole | cmeman- 28,13 ;
2 | 1o the center of a GIE telephone box, #1781 ——————— 65,23
3 | To the Northwest corner of the old school | = eccecaa 118.66"
4 | To a USGS marker with sign and post S . 49,70°
@ b\ set a railroad spike on line
\ with a cemetery fence to the

/ /| South \\/
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\\centerline of Langrehr Road}
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MAP SHOWING DISTANCE AND DIRECTION TO OTHER PUBLIC LAND
SURVEY CORNERS USED FOR REESTABLISHING THE CORNER

{(not to scale)
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I, William C. Jung, Deputy County Surveyor,

HEREBY CERTIFY THAT THE CORNER LOCATION SHOWN ON THIS RECORD
WAS DETERMINED BY ME OR UNDER MY DIRECTION AND CONTROL AND

€. JUNG

THAT THIS U. 8. PUBLIC LAND SURVEY MONUMENT RECORD IS CORRECT : 51323 g

ARD COMPLETE TO THE BEST OF MY KNOWLEDGE AND BELIEF. % ONALASKA, =
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