No, 159

21808350000

U. S. PUBLIC LAND SURVEY MONUMENT RECORD

SECTION 36 T 18 N, R & Ww, TOWN OF HOLLAND

LA CROSSE COUNTY

WISCONSIN COOCRDINATE SYSTEM

North
East
Theta Angle

Horiz. Order
Vert. Order
TYPE OF LANDMARK

PK. NAIL IV PAVEMENT OVER IRON BAR.

BEARINGS ARE REFERENCED T
CRID NORTH AS FER SECTION DATA.

LOCATION OF LANDMARK

CREW: WILLIAM C. JUNG
PETER F. FOLLANSBEE
OATE: 9/22 /1999

Dascribe any record evidence, monument evidence, testimonlal evidence or any other
material evidence you considered and whether the monument was found or restored
through acceptance of an obliterated evidence location,

Due to a repaving project, we removed the top 1/2 of our old "break-a-way" Lunds
on 5/22/99., 1 then set a 3/4"x30Y iron bar over the Lunde remnant on 7/20/99,

On 9/22/99 we found the iron bar under the new pavement. We gset a P.K. nail and
cap over the top of 1.

Degeribe or show any material discrepancy between the location of the restored
corner and that of the corner previously restored or reestablished.

NONE KNOWN.




RECORD OF DURABLE WITNESS MONUMENTS
NO DESCRIPTION BEARING DISTANCE
| [CENTER OF COVER FOR A GAS SHUTOFF VALVE NORTH £ &1.17 FT.
o [EXISTING 1" IRON PIPE WEST OF AN OLD FPOWER POLE NORTH % - 33.16 FT.
3 (SET A RK. KAIL IN S.E-SIDE OF R 21" SPRUCE(YNELAZED) N.'EASTERLY 2 48.32 FT.
4 [SET A RK. NAIL 1N S.E-SIDE OF A 25" SPRYCEWINGLAZED)) N.EASTERLY % 98.35 FT.
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I, WiLLIAM C. JUNG, COUNTY SURVEYOR

HEREBY CERTIFY THAT THE CORNER LOCATION SHOWN ON THIS RECORD
WAS DETERMINED BY ME OR UNDER MY DIRECTION AND CONTROL AND
THAT THIS U. S. PUBLIC LAND SURVEY MONUMENT RECCRD 1§ CORRECT
AND COMPLETE TO THE BEST OF MY XKNOWLEDGE AND BELIEF.

Mﬂwm, ¢ % January 6, 2000
¢d o

Sipnature Date




NO. 159

U. S. PUBLIC LAND SURVEY MONUMENT RECORD

SECTION__ 36 T 18 N, R_ 8 w, TOWN OF_ HOLLAND
LA CROSSE COUNTY

South Zone
WISCONSIN COORDINATE SYSTEM

m 725,919.285
East 1,660,365,651
Theta Angls
Horiz. Order
Vart. Order

TYPE OF LANDMARK
Brass Capped Lunde Marker

—_—

BEARINGS ARE REFERENCED TO
Grid

LOCATION OF LANDMARK

Crew: William Jung
Perry Dahl

5/23/86

Describe any record evidence, monument evidence, testimonial evidence or any other
material evidence you considered and whether the monument was found or restored
through acceptance of an obliterated evidence locatfon.

After researching the records and then surveying out Section 36 and Sectlon 1 to
the South, I computed a prorated location for this corner. T found a nail and
cap that £it my location within about 3". I do not know who set the nail and cap.
As 1t £lt my computations, I am assuming that someone else came up with the same
locatlon as me. I therefore removed the nail and cap and replaced it with a Brass
Capped Lunde Marker, I do not know who set the lron pipe 10.92*' South of the cor-
ner, nor de Scholze or Chalsma. There is no record of it.

Describe or show any material discrepancy between the location of the restored
corner and that of the corner previously restored or reestablished.

None known,




RECORD OF DURABLE WITNESS MONUMENTS

NO DESCRIPTION BEARING DISTANCE
| Set 1" iron pipe West of a power pole North + 33.20
2 | P.K. nail in unblazed 16" spruce @ |  seeee- 48.85
3| Existing 13/g" 0.D. iron pipe South + 10.92
4| 7o the center of a utility box |  cceee- 30,70
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MAP SHOWING DISTANCE AND DIRECTION TO OTHER PUBLIC LAND
SURVEY CORNERS USED FOR REESTABLISHING THE CGORNER
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SSECONm,
1, William C, Jung, Deputy County Surveyor, @‘-"'“ """" ?? éf@
HEREBY CERTIFY THAT THE CORNER LOCATIOR SHOWN ON THIS RECORD K “

WAS DETERMINED BY ME OR UNDER MY DIRECTION AND CONTROL AND
THAT THIS U, 8. PUBLIC LAND SURVEY MONUMENT RECORD IS CORRECT

AND COMPLETE TO THE BEST OF MY KNOWLEDGE AND BELIEF.
@91&4«\% Q Q}M\q 6/11/86

Signature d d Date




